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Video / Audio 

Resolution 3MP 2304*1296P 

Lens Focal length: 3.6mm; Aperture: F2 .0 

FOV 108° 

Encoding H.265 

Two way audio Two way audio, echo cancellation 

Audio input Mic 

Audio output Speaker 

Night vision IR-CUT auto switch 

Microphone 

Signal to noise ratio ≥58dB 

Sensitivity -36dB± 2dB 

Signal to noise ratio ≥58dB 

Speaker 

Speaker function Support 

Local storage 

TF card Max to 256GB(TF card not included) 

Power 

Power port Micro USB 

Power DC 5V1A Type-C 

⚫ Wifi connection 

⚫ 8-10m IR distance 

⚫ Dual streams output,Wide dynamic,3D noise 

reduction 

⚫ 5V/1A power supply,2M power cord 

⚫  

⚫ 355° Pan & tilt rotation 

⚫ Two-way audio 

⚫ Motion detection 

⚫ motion tracking 

⚫ Customizable Activity Zone 

⚫ Human body filtering 

⚫ Sound detection 

⚫ Alarm notification 

⚫ Onvif 

⚫ HDR 

⚫ Siren 

⚫ Support  Max 256GB TF card/Cloud Storage 
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Certificate 

Certificate CE/FCC/Rohs compliant 

Operating environment 

Working temperature -20°C ~ 50° 

Working humidity 10~95% non-condensing 

 


